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A solution that is delivered as part of Uniguest’s Digital Engagement 

Platform, the Uniguest P3 has been optimised for delivering Uniguest’s 

Tripleplay Interactive IPTV Portal, a customizable and flexible technology 

for delivering live broadcast TV streams, in-house channels, video-on-

demand content and mobile casting capabilities.

With full 4K video resolution, Power Supply Unit (PSU) and HDCP 

2.2 encryption, the Uniguest P3 has the core functionality needed in 

residential environments.

Key Features

IR or RF remote control

HD & 4K video resolution

H.264 & H.265

Multicast IPTV

1GB RAM

Multi-country regulatory approvals

Cost e�ective 4K IPTV 

media player, ideal for 

Uniguest’s Interactive 

Hotel TV solutions.

Uniguest P3 

Media Player.
Decoder

4K 2160@60p video decoding

HD 1080p@60p video decoding

Media Formats

Video Codecs for 4K content: H.265/H.264

Video Containers: TS, AVI, MPEG, MP4, MOV, 

MKV, M2TS, VOB Transport Streams

Video Codecs for Full HD/SD: H.265, H.264 

(MPEG-4, Part 2), MPEG-2.

Images: BMP, JPEG, PNG, RAW

Audio: MPEG L1/L2/L3, Dolby Digital Plus, AAC-

LC, HE AAC V1/V2, APE, FLAC

Display Resolutions PAL, NTSC, 576p, 720p, 1080p, 1080i, 2160p

Subtitles
DVB, PGS, SRT, SSA/ASS, SUB, Teletext subs, 

WebVtt, Closed captions

Hardware

Chipset: Amlogic S905Y4-B

Processor: Quad-core ARM Cortex-A35, 2000 

MHz

RAM: 1 GB

Flash Memory: 4 GB eMMC

OS: Linux 4.9

Interfaces

HDMI 2.1

Ethernet RJ45 100 Mbps

2 x USB 2.0

Security HDCP 2.2

Dimensions 120x78x21 mm

Power Options 5V DC 2A

Regulation Multi-country regulatory approvals

Accessories
Standard IR RCU

Mains PSU

Options and Extras RF Remote control with full TV database


